














FEB OF

OVERHEAD SERVICE

4122

TYPICAL SECONDARY AUTOMATIC THROWOVER SCHEME

LOAD
LOAD SN ®
METER CURRENT
TRANSFORMERS
120/208 V
° 30v
NORMALLY OPEN PADMOUNT
ELECTRICALLY TRANSF ORMER
INTERLOCKED 19
TIE SWITCH 120/208 V
° ; v 30V
PADMOUNT
TRANSF ORMER
METER CURRENT
TRANSFORMERS
NOTES:
LOAD N
1. METERING MUST BE CONNECTED TO MAIN-
I TAIN NORMAL METERING REGARDLESS OF
EMERGENCY L RACEWAYS Fon U TERLD WiReS Wil
GENERATOR NOT BE USED FOR METERED WIRES.
® 3. UNMETERED SWITCH ENCLOSURES AND
T% WIRING TROUGHS MUST BE SEALABLE.
4. THIS ARRANGEMENT CAN ALSO BE USED
EMERGENCY FOR THE TWO METERS REQUIRED IF THE
DISTRIBUTION ACCOUNT 1S ON THE COMMERCIAL SPACE
PANEL CONDITIONING RATE.

PRIMARY FEED TO THE TRANSFORMERS WILL BE FROM ALTERNATE SOURCES.

FATLURE

OF ONE FEED WILL OPERATE THE AUTOMATIC THROWOVER CONTROL TO FIRST OPEN THE FAILE

FEED AND THEN CLOSE THE TIE SWITCH.
THROWOVER CONTROL. AFTER A DELAY,
EMERGENCY PANEL FEED.
WITH AN AUDIO SIGNAL.

THE DETROIT EDISON COMPANY ASSUMES NO RESPONSIBILITY FOR

ANY OPERATION WILL TRIP A SIGNAL,
CONTROL MUST BE MANUALLY RESET.

I[F BOTH FEEDS HAVE FAILED. THE AUTOMATIC

WILL START THE GENERATOR AND THROW OVER THE

USUALLY A LIGHT. SOMETI

INJURY

OR DAMAGE ARISING FROM THE USE OF THIS SPECIFICATION DIAGRAM.
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FEB O7

OVERHEAD SERVICE

4-15-1

TELEPHONE CO.

y

M.B.T. CQ. CABLB/////

POLE MOUNTED B AIR DRYER

D.E.CO.
AND SEAL END OF CABLE WITH NO.33 3M
TAPE WHEN TAP

OH LINES TO FORM GDOSE NECK
IS MADE.

NOTES:

1.BOLTS,

LAG SCREWS, NAILS, STRAPS,
USED TO ATTACH EQUIPMENT TO POLE

SHALL BE GALVANIZED STEEL OR NON-
CORRODING METAL.

- STREET ADDRESS MUST BE PERMANENTLY

DISPLAYED DN CUSTOMER ENCLOSURE.

ETC.

3 T e
DOOR OPEN‘\
10/3 MINIMUM SIZE. TYPE S.E. \
SERVICE ENTRANCE CABLE %
FURNISHED AND INSTALLED BY 18"
CONTRACTOR TO POINT 10 FEET |
ABOVE GRADE. LEAVE COILED AT
THIS POINT WITH SUFFICIENT CABLE
TO REACH TOP OF SECONDARY RAC PLAN VIFWw —NOTE POSITION OF DRY
PLUS 24" ADDITIONAL LENGTH FOQO ATR TUBING
D.E.Co. O.H. LINES TO COMPLET
INSTALLATION. —
RY AIR SUPPLY TUBING.
COVER
RA%QED HUMIDITY ALARM DROP WIRH.
MNAELEN (MAY TERMINATE ON AIR
DRYER POLE DR ADJACENT
} \ POLES)
RAINTIGHT CIRCUIT BREAKE 1
FURNISHED AND INSTALLED 2
BY CONTRACTOR. ELECTRICIq7 1,4 3 ALTERNATE KNOCKOUT FOR
NO. 6 MINIMUM GROUND WIRE ENTRANCE FLECTRIC SERVICE
COVERED WITH PVC CONDUIT 4
OR WOOD MOLDING. B 5 =
AND CLAMP FURNISHED
AND INSTALLED BY CONTRACTO WITH PERMANENT NUMBERS.
INSTALL GROUND ROD ogr 1T
FLUSH WITH GRADE.
GRADE
SIS

LEFT SIDE VIEW

THE DETROIT EDISON COMPANY ASSUMES NO RESPONSIBILITY FOR
OR DAMAGE ARISING FROM THE USE OF THIS SPECIFICATION DIAGRAM.
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RIGHT SIDE VIEW

INJURY
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FEB O7 OVERHEAD SERVICE 4-13-2

CATV POWER SUPPLY SERVICE
AND STAND-BY GENERATOR CONNECTION

CATV POWER SUPPLY

MATIN SERVICE SWITCH
MOUNT ON POLE
SEPARATE FROM

POWER SUPPLY
CABINET

JU_Q\Q*

2 GANG WEATHERPROOF v e
BOX & COVER FOR
STAND-BY GENERATOR '_)

CONNECTION MOUNTED
ON POWER SUPPLY N

MALE INLET ___—" ] v

SINGLE POLE
DOUBLE-THROW SWITCH

NOTES:

1. DOUBLE-THROW SWITCH MUST BREAK DETROIT EDISON CO. SUPPLY BEFORE CLOSING TO
STAND—-BY GENERATOR.

2. REFER TO PAGE 4-3-14 & 14.1 OF THE JOINT USE MANUAL FOR LOCATION AND ASSEMBL
EQUIPMENT ON POLE.

3. USE ONLY 3 WIRE EQUIPMENT GROUNDING EXTENSION CORD TO CONNECT GENERATOR TO
TRANSFER SWITCH INLET.

THE DETROIT EDISON COMPANY ASSUMES NO RESPONSIBILITY FOR INJURY
OR DAMAGE ARISING FROM THE USE OF THIS SPECIFICATION DIAGRAM.
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